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Premium GTU Line 

Termination Unit 
New to our premium range, the GTU Line Termination Unit is a 

conventional fire extinguishing release unit designed for efficient 

termination of actuation circuits on gas suppression systems. 
 

Engineered as an ideal companion for solenoid-operated valves, the unit 

includes a built-in suppression diode and offers a reliable method for 

monitoring fault switches. 
 

This interface enables monitoring of pneumatic actuator and pilot 

cylinders, where this feature is not included on a fire control panel or gas 

control unit. The unit is compatible with any fire control panels. 
 

This unit will reduce installation time, with no tools required for 

termination. 

 

TECHNICAL DATASHEET 

 

Technical Specification 

COMPONENT DESCRIPTION 

ENCLOSURE MATERIAL 
Impact corrosion and UV resistant glass reinforced polyester 
compound 
IP68 IK10 Rated 

TERMINALS 

4 x German Wago connector with 2 connections 
Terminals can be used 0.5mm2 to 1.5mm2 conductor cores. 

CB, CSA and UL approvals 

INDICATORS 
Red LED (Actuated) 
Green LED (Solenoid Test) 

DIMENSIONS 145mm (L) x 145mm (W) x 120mm (H) 

WEIGHT ±1.13kg 
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Supplied 
 

▪ In an IP68 | IK10 Rated/ Certified enclosure.  

▪ 4x Nylon Nail-in anchors. 

▪ 4x Drywall plugs and screws. 

▪ 1x compression gland + shroud for solenoid wire. 
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GTU Line Termination Features and Overview 

Features 
 

▪ Toolless terminal - User-friendly termination 

method 

▪ Terminals for monitoring of pressure switches 

commonly used with fire suppression systems. 

▪ LED “Actuated” Indication. 

▪ LED “Solenoid Test” Indication. 

▪ Test Feature – Ensures that solenoid is in working 

condition. 

▪ End of line (EOL) interchangeable  monitoring 

terminals 

▪ Actuator “out” terminals for connecting extinguishing 

systems 

▪ On board suppression diode fitted for use with 

solenoids 

▪ German Certified and Approved Wago Connectors 

for effortless termination. 

 

Product Overview 
 

▪ Fire alarm control systems that initiate the electrical operation of 

fire extinguishing systems are required to have monitored circuits. 

The Premium GTU Line Termination Unit provides a neat 

installation solution for monitoring electrical actuation circuits to 

fire extinguishing equipment while offering suppression diode 

protection and a means of indicating when the fire extinguishing 

system has been initiated. 

▪ It is recommended in all recognized international standards for 

gaseous fire extinguishing systems that pilot cylinders are 

monitored for low pressure. The premium GTU Line Termination 

Unit provides a simple onboard termination point for low pressure 

switches used on pilot cylinders thus ensuring systems comply 

with these recommendations. 

 


