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TECHNICAL DATASHEET 

 Premium Shutdown Unit 
AST proudly introduces its premium-range shutdown unit — the ideal 

solution for seamlessly interfacing conventional and addressable fire 

alarm systems with auxiliary equipment. 

Engineered to enhance fire safety response, this unit enables critical 

systems to switch automatically in the event of a fire. 

Perfectly suited for a wide range of applications, this system is ideal for 

use in scenarios such as air conditioning shutdown during fire 

emergencies, automated fire damper operation to control the spread of 

smoke and fire and various other critical building management functions. 

Its versatility makes it an essential component in ensuring safety, energy 

efficiency and reliable automation across diverse commercial and 

industrial environments. 

This unit will reduce installation time, with no tools required for 

termination. 

Technical Specification 

COMPONENT DESCRIPTION 

ENCLOSURE MATERIAL  
Impact corrosion and UV resistant glass reinforced polyester 
compound 
IP68 IK10 Certified 

TERMINALS 

1 x German Wago connector with 6 connections  
1 x German Wago connector with 2 connections 
Terminals can be used 0.5mm2 to 1.5mm2 conductor cores. 

CB, CSA and UL approvals 

INDICATORS Red LED (Active) 

DIMENSIONS 145mm x 145mm x 120mm 

WEIGHT ±1.13kg 
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Product Overview 
 

▪ Fire alarm and control systems are sometimes required to 

interface with other building control systems to mitigate the 

risk of fire. These include but are not limited to electrical 

systems, air conditioning systems, plant equipment, gas 

transportation systems and so forth.  

▪ To interface with these systems, AST has produced a rugged 

enclosure relay that operates electrically from a fire alarm 

control panel which will enable electrical switching of other 

systems. AST has allowed for 8A @ 230VAC rated contacts 

where high current is required. 

▪ This solution is universally compatible with any fire panel – 

whether conventional or addressable. It can be seamlessly 

integrated with a conventional fire panel and can also be 

integrated with addressable fire alarm system when used in 

conjunction with I/O unit. 

Features 
 
▪ Toolless terminal - User-friendly termination method. 

▪ Two switch contacts each with normally “Open/Closed” 

option 

▪ LED “Active” Indication 24Vdc operated.  

▪ German Certified and Approved Wago Connectors for 

effortless termination. 

▪ Unit is rated at 230 VAC / 30 VDC @  8 A for shutdown 

components. 
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Supplied 
 

▪ In an IP68 | IK10 clear fronted enclosure 

▪ 4x Nylon Nail-in anchors. 

▪ 4x Drywall plugs and screws. 

Shutdown Features and Overview  


